
Alçak Gerilim Şebekesi Gerilim Düşümü Hesapları
Calculation of Voltage Falling on The Low Voltage Systems

MONOFAZE

DIFAZE

TRIFAZE

%e=k LN +m LN1 w 1 dw

2 w 2 dw

3 w 3 dw

%e=k LN +m LN

%e=k LN +m LN

L = metre

N = watt

LN = var

w

dw

x = 35m/ mm² (Al)�
�x = 56m/ mm² (Cu)

k1

2

3

=

k =

k =

____________

____________

____________

200
x.q.v²

75
XqV²

100
x.q.u²

m1

2

3

=

m =

m =

____________

____________

____________

200Xo
V²

75.Xo
V²

100Xo
3V²

U = 380 Volt
V = 220 Volt

Kesit
Cross Sectionq = (mm²)

MONOFAZE DIFAZE TRIFAZEq

BAKIR k x 10 m x 10-7 -7COPPER

ALÜMİNYUM k x 10 m x 10-7 -7ALUMINIUM

(mm²)

10

16

25

35

50

70

k

74,5

46,5

29,8

21,2

14,9

10,6

1 k

27,9

17,5

11,2

8,0

5,6

4,0

2 k

12,4

7,75

4,96

3,54

2,48

1,77

3m

15,7

14,4

13,6

13,0

12,4

11,9

1 m

5,90

5,40

5,08

4,86

4,95

4,75

2 m

2,62

2,40

2,26

2,16

2,06

1,98

3

m ve k katsayıları

coefficients of m and k

"k" katsayıları kx10 Alüminyum
-7

coefficients of "k" kx10 Aluminium
-7

m x 10 katsayıları
-7

coefficients of m x10
-7

MONOFAZE

k1 m1 k2 m2 k3 m3

DIFAZE TRIFAZE
KESİT

C-SECT.

mm²

KOD
CODE

NUMARA
NUMBER

İLETKEN
CONDUCTOR

ADI
NAME

ROSE

LILY

IRIS

PANSY

POPPY

ASTER

PHLOX

OXLIP

DAISY

PEONY

4

3

2

1

0

00

000

0000

266800

300000

21,14

26,66

33,65

42,37

53,49

67,45

84,99

107,3

135,2

152,1

55,8

44,3

35,1

27,9

22,1

17,5

13,9

11,0

8,73

7,8

13,96

13,62

13,38

13,04

12,80

12,46

12,10

11,84

11,56

11,36

20,94

16,60

13,15

10,44

8,27

5,56

5,20

4,12

3,27

2,91

5,24

5,14

5,02

4,89

4,80

4,65

4,54

4,45

4,34

4,26

9,36

7,42

5,88

4,67

3,70

2,83

2,33

1,84

1,44

1,30

2,34

2,28

2,24

2,18

2,14

2,07

2,02

1,98

1,93

1,90



Orta Gerilim Şebekesi Gerilim düşümü hesapları Calculations of Voltage Falling On Middle Voltage Systems

Orta Gerilim Şebekesi Güç Kaybı Hesapları Calculations of Power Loosing On Middle Voltage Systems
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Akım Taşıma Kapasitesi Capacity of Current Carrying
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Redüksiyon faktörlerinin ayrıca dikkate alınması gerekmektedir.
1- VDE 0100 25°C çevre sıcaklığı
2- VDE 0271 Toprakta 20°C, Havada 30°C çevre sıcaklığı. Toprak özgül ısı direnci 100
Kcm/W. Derinlik: 70 cm.
3- VDE 0298 Toprakta 20°C, Havada 30°C çevre sıcaklığı. Toprak özgül ısı direnci 100
Kcm/W. Derinlik: 70 cm.

Factors of reduction must be taken into consideration.
1- VDE 0100 25°C environment heat.
2- VDE 0271 On the ground 20°C, on the air 30°C environment heat. Resistance of
specific heat for ground 100 Kcm/W. Depth: 70 cm.
3- VDE 0298 On the ground 20°C, on the air 30°C environment heat. Resistance of
specific heat for ground 100 Kcm/W. Depth: 70 cm.


